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Sir: 


This is a request for a Certificate of Correction (MPEP 
1480) in regard to the above-identified patent. Attached is a 
Form PTO-1050. The mistake (s), incurred through the fault of 
the Patent and Trademark Office, is clearly disclosed by the 
records of the Office as indicated by the following 
description : 

From Amendment filed March 30, 2004: 
Claim 1 should read: 

1. An electrical conductor splice connector comprising: 

a body having a general C-shaped cross section; 
conductor contacting wedges movably mounted on the body; and 
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at least one wedge movement anti-reverse clip connected 
to the body and contacting one of the wedges wherein the 
anti-reverse clip comprises a portion with an anti- 
reverse tab and a removal tab located proximate the anti- 
reverse tab. 

Current Claim 17 (was Claim 16 in the amendment) should read: 

17. An electrical conductor splice connector comprising: 

a body having a general C-shaped cross section; 

a pair of opposing conductor contacting wedges having 
bottom surfaces and outer lateral side surfaces slidably 
located on the body, wherein a first one of the wedges 
comprises a cantilevered bar at a top portion of the 
first wedge which slidably extends into a receiving area 
of a second one of the wedges to interlock forward and 
reward movement of the pair of wedges with each other; 
and 

at least one wedge movement anti-reverse clip mounted to 
a top side of the body and contacting one of the wedges, 
wherein the anti-reverse clip comprises a portion with an 
anti-reverse tab which contacts one of the wedges, and a 
removal tab located proximate the anti-reverse tab. 

Current Claim 27 (was Claim 25 in the amendment) should read: 

27. An electrical conductor splice connector comprising: 

a body having a general C-shaped cross section; 
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a pair of interlocked opposing conductor contacting 
wedges slidably located on the body, 

wherein the body comprises wedge grooves, wherein the 
wedges comprise protrusions slidably located in the wedge 
grooves, wherein at least one of the wedge grooves 
comprises a main section and an initial mounting portion 
located inwardly relative to the main section, and 
wherein during locating of the pair of wedges on the body 
the protrusion must be located in the initial mounting 
portion of the wedge groove before the protrusion can be 
moved into the main section of the wedge groove; 

wherein the connector further comprises an anti-reverse 
clip member attached to a top side of the body, the 
member comprising an anti-reverse tab for contacting 
serrations on a top side of one of the wedges and a 
removal tab located proximate the anti-reverse tab. 

Current Claim 31 (was Claim 28 in the amendment) should read: 

31. A method of assembling an electrical conductor splice 
connector comprising the steps of: 

inserting a wedge into a wedge receiving area of a splice 
connector body having a general C-shaped cross section; 
and 

connecting an anti-reversing clip to a top side of the 
splice connector body, the clip having a anti-reverse tab 
which projects inward into the wedge receiving area and 
into contact with the wedge and a removal tab located 
proximate the anti-reverse tab. 
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Current Claim 36 (was claim 32 in the amendment) should read: 

36. A method of assembling an electrical conductor splice 
connector comprising steps of: 

inserting a pair of conductor contacting wedges into a 
wedge receiving area of a splice connector body having a 
general C-shaped cross section, the wedges having 
projections which are inserted into initial mounting 
portions of grooves in the body and subsequently moved 
into main sections of the grooves; and 

connecting a clip to the splice connector body, the clip 
forming a direct barrier to movement of at least one of 
the wedges such that the projections are prevented from 
moving back into the initial mounting portions of the 
grooves and becoming inadvertently disconnected from the 
splice connector body, wherein the clip comprises a 
portion with an anti-reverse tab which contacts one of 
the wedges, and a removal tab located proximate the anti- 
reverse tab. 

Current Claims 20, 21 and 29 (were Claims 19, 20 and 27 in the 
amendment) should be canceled. 
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The Office is requested to issue a Certificate of Correction. 


Respectfully submitted , 


Customer No.: 29683 

Harrington & Smith, LLP 
4 Research Drive 
Shelton, CT 06484-6212 
203-925-9400 


I hereby certify that this correspondence is being deposited 
with the United States Postal Service as first class mail on 
the date shown below in an envelope addressed to: 
Commissioner For Patents, P.O. Box 1450, Alexandria, VA 
22313-1450. 


Mark F. Harrington (Reg. No. 31,686) 
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It is certified that error appears in the above-identified patent and that said Letters Patent are 
hereby corrected as shown below: 


Claim 1 should read: 

1. An electrical conductor splice connector comprising: 
a body having a general C-shaped cross section; 
conductor contacting wedges movably mounted on the body; and 
at least one wedge movement anti-reverse clip connected to the body and 
contacting one of the wedges wherein the anti-reverse clip comprises a 
portion with an anti-reverse tab and a removal tab located proximate the anti- 
reverse tab. 
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It is certified that error appears in the above-identified patent and that said Letters Patent are 
hereby corrected as shown below: 


Claim 17 should read: 

17. An electrical conductor splice connector comprising: 
a body having a general C-shaped cross section; 

a pair of opposing conductor contacting wedges having bottom surfaces and 
outer lateral side surfaces slidably located on the body, wherein a first one of the 
wedges comprises a cantilevered bar at a top portion of the first wedge which 
slidably extends into a receiving area of a second one of the wedges to interlock 
forward and reward movement of the pair of wedges with each other; and 

at least one wedge movement anti-reverse clip mounted to a top side of the 
body and contacting one of the wedges, wherein the anti-reverse clip comprises a 
portion with an anti-reverse tab which contacts one of the wedges, and a removal 
tab located proximate the anti-reverse tab. 
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It is certified that error appears in the above-identified patent and that said Letters Patent are 
hereby corrected as shown below: 

Claim 27 should read: 

27. An electrical conductor splice connector comprising: 
a body having a general C-shaped cross section; 

a pair of interlocked opposing conductor contacting wedges slidably located 
on the body, 

wherein the body comprises wedge grooves, wherein the wedges comprise 
protrusions slidably located in the wedge grooves, wherein at least one of the 
wedge grooves comprises a main section and an initial mounting portion located 
inwardly relative to the main section, and wherein during locating of the pair of 
wedges on the body the protrusion must be located in the initial mounting portion of 
the wedge groove before the protrusion can be moved into the main section of the 
wedge groove; 

wherein the connector further comprises an anti-reverse clip member 
attached to a top side of the body, the member comprising an anti-reverse tab for 
contacting serrations on a top side of one of the wedges and a removal tab located 
proximate the anti-reverse tab. 
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It is certified that error appears in the above-identified patent and that said Letters Patent are 
hereby corrected as shown below: 

Claim 31 should read: 

31. A method of assembling an electrical conductor splice connector comprising the 
steps of: 

inserting a wedge into a wedge receiving area of a splice connector body 
having a general C-shaped cross section; and 

connecting an anti-reversing clip to a top side of the splice connector body, 
the clip having a anti-reverse tab which projects inward into the wedge receiving 
area and into contact with the wedge and a removal tab located proximate the anti- 
reverse tab. 
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It is certified that error appears in the above-identified patent and that said Letters Patent are 
hereby corrected as shown below: 


Claim 36 should read: 

36. A method of assembling an electrical conductor splice connector comprising 
steps of: 

inserting a pair of conductor contacting wedges into a wedge receiving area 
of a splice connector body having a general C-shaped cross section, the wedges 
having projections which are inserted into initial mounting portions of grooves in the 
body and subsequently moved into main sections of the grooves; and 

connecting a clip to the splice connector body, the clip forming a direct 
barrier to movement of at least one of the wedges such that the projections are 
prevented from moving back into the initial mounting portions of the grooves and 
becoming inadvertently disconnected from the splice connector body, wherein the 
clip comprises a portion with an anti-reverse tab which contacts one of the wedges, 
and a removal tab located proximate the anti-reverse tab. 


Claims 20, 21 and 29 should be canceled. 
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